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The need for control is paramount in order 
to optimise the performance of any air 
conditioning system and minimize its 
running costs. Mitsubishi Electric offers a 
wide range of control options designed to 
meet such needs.

Operating an air conditioning system without 
the right control can prove costly. It's therefore 
important to ensure that every system is 
correctly specified to the degree of control it 
requires. Mitsubishi Electric have a wide range 
of controls available 'off-the-shelf' and 
individual control systems can be specifically 
designed to match.

Good controls will benefit any application, 
large or small. Air conditioning products need 
to react to a variety of factors: different room 
sizes, usage and staff levels; changes in the 
climate; electronic equipment and lighting ...the 
list goes on. So whatever the application, 
optimum control of air conditioning systems is 
essential and will result in a constant, 
comfortable environment, which in turn is both 
energy and cost efficient.

A degree of difference
When an air conditioning system is not 
properly controlled, it will not run as efficiently 
as it should. For every degree that the system 
deviates from the required temperature, 
energy costs can rise by up to 5%. Specify one 
of the many control options from Mitsubishi 
Electric to ensure air conditioning works as 
intended, whilst giving the optimum amount of 
control.

The simpler, the better
With the array of comprehensive control 
systems available from Mitsubishi Electric, it 
becomes simple to design and install air 
conditioning systems. From a simple 
hand-held controller to a AG-150A system - 
you are in control.

The importance of control



System Controller

MELANS
Use of our MELANS products enhances EFFICIENCY and QUALITY of air-conditioning, contributing to ENERGY 
SAVING and reduction in running cost. We offer a wide variety of MELANS products to meet all requirements - 
from the smallest and simplest to the largest and most complex.
We have individual remote controllers, various centralized controllers, and centralized integrated software, as well 
as BMS interface hardware and software etc. Above all, with AG-150A/GB-50ADA-J/EB-50GU-J, PC browser and 
long distance remote control (monitoring and operating) via communication Network is possible and easy.

C entralized Remote ControllerI  ndividual Remote Controller

LMAP04

Interface

LONWORKS  
transmission line

Ethernet
Integrated centralized 
control software TG-2000A

M
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MITSUBISHI ELECTRIC's Air-conditioner Network System (MELANS) leads air conditioner management a PC 
browser and Network era.

All of the local remote controllers feature liquid 
crystal and LED displays and easy to operate. 

Remote
Controller

Simple
Remote
Controller

Wireless
Remote 
Controller

PAR-31MAA

PAR-FA32MA

PAR-SA9FA-E PAR-SL94B-E

PAC-YT52CRA

PAR-FL32MA

A ir-Conditioning 
     Control System

This is a specialized air condition-
ing management system, in which 
up to 2000 indoor units can be 
centrally controlled.

ON/OFF
Remote Controller

PAC-YT40ANRA

Advanced
Touch
Controller

AT-50B

PAC-YG60MCA

PAC-YG66DCA

PAC-YG63MCA

AI Controller

DIDO Controller

PI Controller

MITSUBISHI ELECTRIC's 
CITY MULTI can be easily 
connected to the building 
management system through 
BACnet  . 

AG-150A GB-50ADA-JPAC-YG50ECA

BAC-HD150

Interface

BACnet 
transmission line

(Ethernet)

Integrated centralized 
control software 
TG-2000A

*Some controllers cannot be used in combination with certain models of devices.

*1. Advanced HVAC CONTROLLER

*1
PAR-U02MEDA

PAC-IF01AHC-J

AHC ADAPTER

EB-50GU-J

OUTDOOR UNIT            INDOOR UNIT
PEFY
PMFY
PLFY

:PUMY
:PUHY

S
Y

:PUHY-HPHP
:PURYR2
:PQHYWY
:PQRYWR2

PCFY
PKFY
PFFY

NEW
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Integrated Communications Control with 
Mitsubishi Electric's Unique Transmission Network (M-NET)

*1. Group setting via wiring between Indoor units with cross-over cable;
*2. Installation possible at Initial setting web browser;
*3. Inter-lock is set at Local remote controller.
*4. AG-150A/EB-50GU-J/GB-50ADA-J license registration to AG-150A/EB-50GU-J/GB-50ADA-J is required to monitor and operate the units by browser and TG-2000A.
*5. AG-150A connected with PAC-YG50ECA is compatible with TG-2000A Ver.6.10* or later. GB-50ADA-J is compatible with TG-2000A Ver. 6.30* or later. EB-50GU-J is 
      compatible with TG-2000A Ver. 6.40A or later. 
*6. This function can be set only on the ME remote controller. This function cannot be used with the MA/Simple MA remote controller.
 (But, the validity of this function with the MA/Simple MA remote controller depends on the indoor unit model, and there are possibilities that this function can be used with them.)
*7. This function is available only when applying together with TG-2000A, AG-150A, GB-50ADA-J, and EB-50GU-J.
*8. Inter-lock is set from system controllers (Except PAC-YT40ANRA) or local remote controllers.
*9. The maximum number of controllable units decreases depending on the indoor unit model.
*10. For indoor use only.
*11. This function is supported only when all the indoor units, remote controllers, and system controllers that are connected to a given group features the function.

Model

Controllable Groups / Indoors
(Group / Indoor)

Local remote controller *10 *10

*9

*11

*4

System controller

■Operating
ON / OFF
Mode (cool / heat / dry / fan)
Temperature-set
Dual set point
Local Permit / Prohibit
Fan speed
Air-flow direction

■Status monitoring
ON / OFF
Mode (cool / heat / dry / fan)
Temperature-set
Local Permit / Prohibit
Fan speed
Air-flow direction
Indoor temperature
Filter sign
Error flashing
Error code
Operation hour

■Scheduling
One-day
Times of ON / OFF per day
Weekly
Times of ON / OFF per week
Annual
Optimized start-up
Auto-off timer
Min. timer setting unit (minute)

■Recording
Error record
Daily / monthly report
Electricity charge
Energy management data

■Other
Temp-set limitation by Local R / C
Temp-set limitation by System controller
Operation-lock
Night setback
Sliding temperature control

■Management (Group / Interlocked)
Ventilation interlock
Group setting
Block setting
Revision of electricity charge

■Operating on LOSSNAY interlocked (Group / Interlocked)
ON / OFF
Fan speed
Ventilation mode

■Status monitoring on LOSSNAY interlocked (Group / Interlocked)
ON / OFF
Fan speed
Ventilation mode

PAR-U02MEDA
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Individual
Remote Controller

Wired MA remote controller PAR-31MAA

�3��Temperature will be displayed either in Centigrade in 0.5- 
or 1-degree increments, or in Fahrenheit, depending on 
the indoor unit model and the display mode setting on 
the remote controller.

�3�����.���%���,���-���)�(�#�'�-
  When the operation mode is set to the Auto (dual set point) 

mode, two preset temperatures (one each for cooling and 
heating) can be set. Depending on the room temperature, 
indoor unit will automatically operate in either the Cool or 
Heat mode and keep the room temperature within the 
preset range.
*Please contact your Mitsubishi Electric sales office for details.

�3���������$�%�#�-��������������#�*�.�#������+�2�,�-���%�����#�,�)�%���2����
  Large, easy-to-see display
  Full-dot LCD display with large characters for easy viewing
  Contrast also adjustable

�3�����#�!�"�-�������-�������$
  To prevent indoor dew or excessive temperature rise, this 

control starts heating operation when the control object 
group is stopped and the room temperature drops below 
the preset lower limit temperature. Also, this control starts 
cooling operation when the control object group is stopped 
and the room temperature rises above the preset upper 
limit temperature.

�3�������'�!�.���!�����,���%�����-�#�(�'
  Language to be displayed on the screen can be selected 

from eight languages: English, French, German, Spanish, 
Italian, Portuguese, Swedish, and Russian.

MA remote controller

Non-polarized
2-wire

Preset temp.
(COOL)

Preset temp.
(HEAT)

Room 
temperature

*When a PAR-31MAA is connected to a group, no other MA remote controllers can be connected 
  to the same group.

Non-polarized
2-wire

MA remote controller

Example of system configuration

Operation pattern during ���.�-�(�������.���%���,���-���)�(�#�'�-�����&�(����

M-NET

Dimensions: 120(W) x 120(H) x 19(D) mm
                   : 4-3/4(W) x 4-3/4(H) x 3/4(D) in.

Functions

Item
ON/OFF

Room temp. setting                            

Operation mode switching

Air flow direction setting

Louver setting

Ventilation equipment control

Switches between ON and OFF.
Switches among Cool/Dry/Fan/Auto/Heat.
The temperature can be set within the following range.
 Cool/Drying : 19°C - 35°C/67°F - 95°F
 Heat : 4.5°C - 28°C/40°F - 83°F
 Auto (single set point) : 19°C - 28°C/67°F - 83°F
 Auto (dual set points)
  [Cool] Same as the set temp. range for Cool mode.
  [Heat] Same as the set temp. range for Heat mode.
 * Set temperature range varies depending on the model.

Interlocked setting and interlocked operation setting with the CITY MULTI LOSSNAY units can be made.
The Stop/Low/High settings of the ventilation equipment can be controlled.

Error information
When an error occurs, an error code and the unit address appear.
Air conditioning unit model, serial number, and contact number can be set to appear when an error occurs. 
(The information above needs to be entered in advance.)
* An error code may not appear depending on the error.

Allows/disallows local operation
The following operation can be prohibited by making certain settings on the centralized controller: ON/OFF, 
operation mode setting, temperature setting, fan speed, air direction, and filter sign reset.
* While an operation is prohibited, the operation icon lights up (only on the Main display in the "Full" mode).

Auto return
The units operate at the preset temperature after a designated period.
(Time can be set to a value from 30 to 120 in 10-minute increments.)
* Not valid when the temperature setting range is restricted.

Timer

ON/OFF timer
   Turns ON and OFF daily at a set time.
�������F����� �$���������%���������)���*��� �%���7���$� �%�+�*����� �%���(���$���%�*�)��
�������F�����*��� �)�����#�)�&���'�&�)�)� ���#�����*�&���)���*���*�������=�<���*� �$�����&�%�#�/���&�(���*�������=�����*� �$�����&�%�#�/.
Auto-OFF timer
   Turns off the unit after a certain period of operation.
�������F���=�'���(���*� �&�%���*� �$���������%���������)���*���*�&�������,���#�+�������(�&�$���5�2���*�&���4�6�2���$� �%�+�*���)��� �%���3�2���$� �%�+�*����� �%���(���$���%�*�)��

Description Operations Display

Switches between louver ON/OFF.

Changes airflow direction.
* Available airflow directions vary depending on the model.

Temperature range restriction The room temperature range for each operation mode can be restricted.

Operation lock The following operation can be prohibited respectively: ON/OFF, operation mode setting, temperature setting, and 
airflow direction setting.

X

X

─

: Each group        : Not available

HEAT HEATCOOL COOL

The room temperature
changes corresponding
to the change in the
outside temperature.

Smart ME Controller PAR-U02MEDA

�4�����&���+�-����������(�'�-�+�(�%�%� �+���$�,�������+� �&�(�-� �����(�'�-�+�(�%�%� �+����� �,�$�"�'� �����-�(��
���(�'�-�+�(�%�����$�-�,�.���$�,�#�$����%� ���-�+�$�����,�����$�+�����(�'���$�-�$�(�'�$�'�"���.�'�$�-�,�����'����
���%�,�(�����%�%�(�0�,���!�(�+�����-�#� �����(�'�-�+�(�%���(�!���(�-�#� �+���&���'�.�!�����-�.�+� �+���, 
�)�+�(���.���-�,�����(�'�'� ���-� �����/�$�������$�-�,�.���$�,�#�$����%� ���-�+�$�����,��AHC 
���
���/���'��� �������� AC CONTROLLER).

�4�����-�������'�����(�'�-�+�(�%���.�)���-�(���,�$�1�-� � �'���$�'���(�(�+���.�'�$�-�,�����'�����(�'� ��AHC.

�4�����&���+�-����������(�'�-�+�(�%�%� �+���!� ���-�.�+� �,���,�.���#�������,�$�����!�.�'���-�$�(�'�,�����,��
�(�)� �+���-�$�(�'�,�����'�����&�(�'�$�-�(�+�$�'�"���(�!�����$�+�����(�'���$�-�$�(�'�$�'�"���.�'�$�-�,�����'����
�,���#� ���.�%� �����(�'�-�+�(�%���!�.�'���-�$�(�'�,�����'�����$�,��� �*�.�$�)�)� �����0�$�-�#���!�(�.�+��
���.�$�%�-���$�'���,� �'�,�(�+�,�����-� �&�)� �+���-�.�+� �����#�.�&�$���$�-�2�����(�����.�)���'���2����
���+�$�"�#�-�'� �,�,�������0�#�$���#��� �'�����%� �����'���$�'�-� �"�+���-� �������(�'�-�+�(�%���(�!���-�#� ��
�,�2�,�-� �&�����$�'���%�.���$�'�"���-�#� ���#�.�&�$���$�!�$� �+�,�����'�����/� �'�-�$�%���-�$�(�'���.�'�$�-�,��
���(�'�'� ���-� �����-�(���-�#� ���,�2�,�-� �&���/�$�����
���������-�(���#� �%�)�����+� ���-� ������
���(�&�!�(�+�-�����%� ��� �'�/�$�+�(�'�&� �'�-��

���������#� �'���-�#� �����.�$�%�-���$�'���(�����.�)���'���2���,� �'�,�(�+����� �-� ���-�,���/�������'���2���$�'������
�,�)� ���$�!�$�����3�(�'� �����-�#� �����(�'�-�+�(�%�%� �+���.�,� �,���$�-�,���$�'�-� �+�'���%���!�.�'���-�$�(�'���-�(��
�+� ���.��� ��� �'� �+�"�2�����(�'�,�.�&�)�-�$�(�'����1���&�)�%� ���(�!���,�2�,�-� �&�����(�'�!�$�"�.�+���-�$�(�'

���-� �& ��� �,���+�$�)�-�$�(�' ���)� �+���-�$�(�'�, ���$�,�)�%���2
ON/OFF Switches between ON and OFF.

Operation mode switching

Temperature setting

Switches between Cool / Drying / Fan / Heat / Auto.
Operation modes vary depending on the indoor unit model.
Auto mode is for CITY MULTI R2, and WR2 series only.

The temperature can be set within the following range.
Cool / Drying : 19°C - 35°C / 67°F - 95°F
Heat : 4.5°C - 28°C / 40°F - 83°F
Auto : (single set point) : 19°C - 28°C / 67°F - 83°F
Auto : (dual set points)
      [Cool] Same as the set temp. range for Cool mode.   [Heat] Same as the set temp. range for Heat mode.
* The settable temperature ranges vary depending on the indoor unit model.

Fan speed setting Changes fan speed.
* Available fan speeds vary depending on the model.

Air flow direction setting Changes airflow direction.
* Available airflow directions vary depending on the model.

Error information When an error occurs, an error code and the unit address appear.
Contact number can be set to appear when an error occurs. 
(The information above needs to be entered on the Service menu.) 

Energy-save control during 
vacancy

When vacancy is detected by the occupancy sensor, the energy-save control assist function is activated. Four control types 
are available for selection: 
ON/OFF/Set temperature/Fan speed/Thermo-off.
The brightness sensor can be used in conjunction with the occupancy sensor to detect the occupancy/vacancy status more 
accurately.

Schedule (Weekly timer) Weekly ON/OFF times, operation mode, and set temperatures can be set.
�������@���!�/�3�+���)�'�4���(�+���8�+�9���/�4�������3�/�4�:�9�+���/�4�)�7�+�3�+�4�9�8�����"�6���9�5�������8�)�.�+�*�:�2�+���6�'�9�9�+�7�4�8���)�'�4���(�+���8�+�9���6�+�7���*�'�>���5�,���9�.�+���<�+�+�1��
�������5�9���;�'�2�/�*���<�.�+�4���9�.�+�����������������9�/�3�+�7���/�8���8�+�9��

�!�/�3�+�7 ���������������9�/�3�+�7
�������!�:�7�4�8���������'�4�*�����������*�'�/�2�>���'�9���'���8�+�9���9�/�3�+��
�������@���!�/�3�+���)�'�4���(�+���8�+�9���/�4�������3�/�4�:�9�+���/�4�)�7�+�3�+�4�9�8��
�������@�����9���/�8���'�2�8�5���6�5�8�8�/�(�2�+���9�5���8�+�9���9�.�+���������9�/�3�+���5�4�2�>���5�7���9�.�+�����������9�/�3�+���5�4�2�>��
���:�9�5�����������9�/�3�+�7
�������!�:�7�4�8���5�,�,���9�.�+���:�4�/�9���'�,�9�+�7���'���)�+�7�9�'�/�4���6�+�7�/�5�*���5�,���5�6�+�7�'�9�/�5�4��
�������@�����6�+�7�'�9�/�5�4���9�/�3�+���)�'�4���(�+���8�+�9���9�5���'���;�'�2�:�+���,�7�5�3�����	���9�5������	���/�4���
�	���3�/�4�:�9�+���/�4�)�7�+�3�+�4�9�8��

���2�2�5�<�8���*�/�8�'�2�2�5�<�8���2�5�)�'�2���5�6�+�7�'�9�/�5�4�!�.�+���,�5�2�2�5�<�/�4�-���5�6�+�7�'�9�/�5�4���)�'�4���(�+���6�7�5�.�/�(�/�9�+�*���(�>���3�'�1�/�4�-���)�+�7�9�'�/�4���8�+�9�9�/�4�-�8���5�4���9�.�+���)�+�4�9�7�'�2�/�?�+�*���)�5�4�9�7�5�2�2�+�7���������������������5�6�+�7�'�9�/�5�4���3�5�*�+ 
�8�+�9�9�/�4�-�����9�+�3�6�+�7�'�9�:�7�+���8�+�9�9�/�4�-�����,�'�4���8�6�+�+�*�����'�/�7���*�/�7�+�)�9�/�5�4�����'�4�*���,�/�2�9�+�7���8�/�-�4���7�+�8�+�9��
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